Informacni list dle nafizeni komise v pfenesené pravomoci (EU) €. 65/2014 a 66/2014

Identifikaéni znacka modelu FCT825BL
Nazev nebo ochranna znamka dodavatele Candy
[M] Built-in / Free standing Vestavny
Product Line Trouba
Cista vaha (kg) 29,2
Index energetické ucinnosti pro kazn pecici prostor (EElcavity) 95.2

Index energetické ucinnosti pro kazn pecici prostor (EElcavity)

Tfida energetické ucinnosti pro hlavni pecici prostor A
Trida energetické ucinnosti pro druhy pecici prostor

Energy consumption conventional (kWh) - cavity 1 0.92
Spotifeba energie v rezimu s pfirozenou konvekci pro druhy pecici

Spotifeba energie v rezimu s nucenou konvekci pro hlavni pecici 0.80
Spotifeba energie v rezimu s nucenou konvekci pro druhy pecici

Pocet pecicich prostort

Zdroje tepla pro jednotlivé pecici prostory Elektricka
Heat source(s) - cavity 2

Objem jednotlivych pecicich prostora (1)_1 70

Objem jednotlivych pecicich prostoru (1) _2



Product information for networked equipment as per Regulation (EU) n° 801/2013

Identifikaéni znacka modelu FCT825BL
Spotifeba energie v rezimu stand-by (W) 0
Standby power management delay [min]

Off mode power consumption [W]

Off mode power management delay [min]

Spotifeba energie networku v rezimu stand-by mode (W) 0
Networked standby power management delay [min]

Networked standby power consumption with all wired network ports

How to activate wireless network port

How to deactivate wireless network port



