
1) based on 160 drying cycles of the standard cotton programme at full and partial load, and the
consumption of the low-power modes. Actual energy consumption per cycle will depend on how
the appliance is used
\n
2) The 'standard cotton programme' used at full and partial load is the standard drying programme
to
which the information in the label and the fiche relates. This programme is suitable for drying

Название или торговая марка поставщика Candy

Идентификатор модели CSOE H7A2TBE-07

Емкость хлопка (кг) 7

Тип сушилки Конденсационный с
тепловым насосом

Класс энергоэффективности - NEW (2010/30/EC) A++

Общее годовое потребление энергии (кВтч) 211

Asciugatrice automatica

Потребление энергии электрическая сушилка, полная нагрузка -
NEW (2010/30

1,72

Потребление энергии электрическая сушилка, догруз - NEW
(2010

0,97

Consumo di potenza in W in modo spento 0,4

Power consumption stand by (W) 0,75

Продолжительность работы в левом режиме (минуты) 5

Weighted programme time 154

Durata del programma cotone standard a pieno carico 202

Durata del programma cotone standard a carico parziale 118

Water recovery class B

Classe di efficacia di condensazione in % 84

Average condensation efficiency % partial load 84

Weighted condensation efficiency 84

Уровень шума (дБ (А) относительно 1 мкВт) 67

Build in / free standing model Отдельностоящие
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normal wet
cotton laundry and it is the most efficient programme in terms of energy consumption for cotton.
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